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Mounting rail outlet RJ45

•Cat.6A
•IP20
•TS35

Mounting rail outlet RJ45 Ordering data
RJ45

RJ45coupling

OutletRJ45A-coded

OutletRJ45B-coded

OutletRJ45PROFINET-coded

Type Order No.

IE-TO-RJ45-C 8946920000

IE-TO-RJ45-FJ-A 8946930000

IE-TO-RJ45-FJ-B 8946940000

IE-TO-RJ45-FJ-P 8946950000

Accessories
markers

9*11mm,white

Labels

9*11mm,white

9*11mm,blue

9*11mm,yellow

9*11mm,grey

9*11mm,green

9*11mm,orange

Type Order No.

ESG9/11KMCNEUTRAL 1857440000

LMMTDINA59/11WS 1964070000

LMMTDINA59/11BL 1964100000

LMMTDINA59/11GE 1964110000

LMMTDINA59/11GR 1964080000

LMMTDINA59/11GN 1964120000

LMMTDINA59/11OR 1964090000

Note

Technical data

Category Cat.6A/ClassEA(IEC11801PDAMAm1.2

2007)

Protectionclass IP20

Housingmaterial PAUL94VO

Colour lightgrey(RAL7035)

Installation forterminalrailTS35

Configuration Switchablevoltageconnectionfrommodule/

couplingtomountingrail

Pluggingcycles 750pluggingcyclesforplugstoIEC60603-7

Operatingtemperature,min./max. -25°C/70°C

Note:

 Application:
Weidmüllermountingrailoutletsshouldbeyourfirstchoiceintheswitchgear
cabinetwhenyouneedtoconnect

•installationcables,
•RJ45cables,

Variations:

•8946920000:RJ45coupling
•8946930000:OutletRJ45A-coded
•8946940000:OutletRJ45B-coded
•8946950000:OutletRJ45ProfiNet-coded
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